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The manufacturer reserves the right to make
thanges to these specifications.
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Lifting M Rotating \M\Weighf of
MODEL  brutto  brutto  wifhout rota} /
N — -2
LOGMER 6-7US 60 kNm 18 kNm 700 kg without e ion ITSO—I kg
LOGMER 6-85 US 80 kNm 22 kNm 895 kg extension 16 m / ,?50—| kg
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Recommended hydraulic max pressure E:
210 MPa [
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Lifting M Rototing M Weight of Doags / |
MODEL brutto brutto ~~yithout rotating\ynit i
LOGMER 8-9US 10 kNm 31 kNm 1190 kg -without Mon [500]u ||
1
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LOGMER 8-1US 140 kNm 31 kNm 1250 kg wifhouf‘e«x\tgnsiN 800 | | kg
1350 kg extension 2,0 m\\~§< /, 675 | kg
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LOGMER 8-10 US 140 kNm 31 kNm
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The manufacturer reserves the right to make
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Recommended hydraulic max pressure ===
10US = 21 MPa 1
g EE’ . 12US = 23 MPa |
| / 16US = 24 MPa i 0
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Lifting M~Rofating M Weightof booms |
MODEL brutto britta without rotating unit i |
1
~ ‘ , Pl —
LOGMER 10-9 US 180 kNm 39 kNm 1260 kg  withoukextension [1250] kg |
LOGMER 10-1US 180 kNm 39 kNm 1360 kg without eMon [1150 | { kg
LOGMER 10-10 US 180 kNm 39 kNm 1480 kg extension” 16 m\< / 1075 | kg
LOGMER 10-11US 180 kNm 39 kNm 1570 kg extension 2,5 or 2,0 B s [975 | kg
<X:
b I
LOGMER 12-9 US 220 kNm 47 kNm 1440 kg without extension 1700 | kg i !
LOGMER 12-1US 220 kNm 47 kNm 1560 kg without extension 1550 | ! kg
LOGMER 12-10 US 220 kNm 47 kNm 1690 kg extension 16 or 2,0 m 1400 kg
LOGMER 12-11US 220 kkm 47 kNm 1800 kg extension 2,5 or 2,0 m [1300] kg
Note! 75 D = Dual rotating motor |
LOGMER 16-9 US 280 kNm  54/75D kNm 1690 kg without extension 2300 kg i
LOGMER 16-1US 280 kNm  54/75D kNm 1830 kg without extension 2100 | | kg
LOGMER 16-10 US 280 kNm  54/75D kNm 2000 kg extension 16 or 2,0 m 1850 | kg
LOGMER 16-11US 280 kNm  54/75D kNm 2160 kg extension 2,5 or 20 m 17(W| kg
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LOGMER C140-10 160 kNm 47 kNm 1360 kg extension 16 m ,Tol(ﬁ\kg
LOGMER C160-11 160 kNm 47 kNm 1440 kg extension 2,5 m 900 |«g
LOGMER C240-11 240 kNm 55 kNm 1750 kg extension 2,5 m Available v.2017-2018 [1300 kg




